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At Unifold, we offer more than just operable wall systems – we offer peace of mind. With over 40 years of proven expertise, we’ve
become a trusted name in Australia and throughout Australasia, delivering high-quality folding doors, operable walls, and sliders to
some of the region’s most iconic spaces.

Built for Performance
 Every product is designed and manufactured in Australia using top-quality, carefully selected materials that meet high durability and
sustainability standards – backed by our standard 3-year warranty and extended warranty options.

Reliable Supply, On-Time Delivery
 We understand the demands of project timelines. Our strong supply chain, express service options, and efficient installation process
help ensure your project is delivered on time and with minimal disruption.

Sustainability Aligned
 We prioritise eco-conscious design and materials to help our clients align with their sustainability goals. Unifold is a proud member of
the Green Building Council of Australia.

Fast, Responsive Service
 From quote to completion, our team offers fast turnarounds and expert support – whether it’s a drawing request, technical
clarification, or on-site collaboration.

Australian Owned, Designed & Made
 Serving clients throughout Australasia and beyond, we are proud to deliver local expertise with global reach.

Trusted and Proven
 Recognised by design and construction professionals nationwide, Unifold is proud to have supplied award-nominated products for
countless projects across sectors.

We are committed to building trusted relationships and delivering great outcomes. From your first enquiry through to
installation and ongoing support, you can count on Unifold to be professional, honest and customer focused — every
step of the way. 

Learn more about us at 
unifold.com.au/about

We respect and value our
customers and team mates
alike, and the contribution

that they make.

We combine our energy, 
skills and resources to 

deliver the best achievable 
results.

No matter how difficult or 
challenging the task, we 

finish what we stared

We check our egos at 
the door, committed to 

supporting our customers
whilst creating a healthy, 
fun and productive work

environment.

Panel Types

About Us
                 is an Australian owned company with decades of experience in the design and
manufacture of acoustic movable partitions and accordion doors. We are proud to serve a
national and international customer base, working with some of the best tier 1 and 2 builders
all around Australia. Our customers can count on our accessibility and willingness to assist,
from their first enquiry right through to installation and onwards.

We’ve been making acoustic dividing products since 1984. Fast forward to today and our
culture is very much the same although we’re not just talking folding doors. We now have a
range of high quality operable wall and glazed products. Over the years we have evolved to
become more than just a manufacturer. We design, consult, engineer, install and maintain.
We look forward to being of service to established and new customers seeking a quality,
custom solution to their partitioning an acoustic management needs for many years to come

Unifold
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PANEL TYPES CONFIGURATION
PASSIVE DOOR PANEL

ACTIVE DOOR PANELThe slider includes four panel types:

Fixed Panel - Fixed to the structure support and floor.

Standard Panel - Normal moving panel. This panel is
in between the fixed and door panels.

Active Door - The door for accessing the room. 

Passive Door - The door with bottom and top drop
bolts to fix in place when they want to close the slider
wall or use only active door. These bolts can be
released to create a larger opening or fully open the
room.

There are 2 main configurations: 

One Way - Panels are only coming from
one side either from the left or right

Bi-Part - The panels are coming from
both left and right.

 FIXED PANEL
STANDARD PANEL

ACTIVE DOOR PANEL

PASSIVE DOOR PANEL

STANDARD PANEL
FIXED PANEL

Triple (3 Tracks)

Dual (2 Tracks)

Bi-part

One Way

The Sliders can also come in
single, dual and triple
panels. These can be used in
combination with One Way
and Bi-Part, depending on
what is needed. In addition,
there are also different fixing
types you can choose from.
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SPECIFICATIONFIXING TYPES
We provide 3 types of fixing options to suit the needs of every
customer:

Cavity - this fixing needs a wall pocket (by others). The panel can
be hidden into the pocket when not in use.

Reveal - When not in use, panels are kept into a fixed panel at
either side (or both if Bi-Part) of the wall.

Face Mount - This is used for sliders with a single door only.

Cavity

Reveal

Face Mount

SG75 DG100

PANEL THICKNESS 75mm 100mm

MAXIMUM PANEL
WIDTH 2400mm

MAXIMUM OPENING Up to 7000mm

ACOUSTIC RATING RW RW36 - For 1panel/ more than 2 is RW 34-35
(GLASS 6.76)

RW49 - For 1 panel/ more than 2 is RW47-48

PANEL WEIGHT 31-33 kg/m2 44-46 kg/m2

MAXIMUM HEIGHT 3000mm

TRACK OPTIONS Reveal or cavity fixed face mount for single door

FLOOR LEVELS ±5 mm

CAVITY POCKET SIZE 30-40mm Clearance from both sides

CONFIGURATION Single, Dual, Triple, Bi-Parting

JUNCTION TYPE Door to Door, Door to Jamb, T and L

APPLICATION Internal

FINISH Acoustic Laminated Glass Acoustic Laminated and Toughened Glass

DOOR TO NEXT PANEL 60mm From handle to edge for next panel and wall (D and offset D)

DDA COMPLIANT YES

FIXED PANELS YES
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TECHNICAL INFROMATION
Adjustable Jamb

35 mm Fixed Top and Bottom Seal

CEILING

GLASS RUBBER SEAL

GLASS

DOOR PANEL

DOOR HANDLE
(DDA COMPLIANCE)

DOOR JAMB

DOOR STOP

FIXED SEAL

OW55 TRACK

4 WHEEL CARRIER

BOTTOM GUIDING SYSTEM
(BOTTOM OF FIRST PANEL)

FIXED SEAL

DOOR PANEL

GLASS RUBBER SEAL

GLASS

OFFSET DOOR HANDLE
(DDA COMPLIANCE)

DOOR STOP

GLASS

32.5 mm

GLASS RUBBER SEAL

DOOR JAMB

KEYLOCK
(OPTIONAL)

Flush Jamb*
 

FIXED TOP SEAL FIXED BOTTOM SEAL

87
 m

m

34
 m

m

34
 m

m

*non-standard

Beam Fixing

CEILING

Ø 11 HOLE

STEEL BEAM MARKOUT

TYPICAL BEAM FIXING DETAIL

STRUCTURAL BEAM
BY OTHERS

NOTE:
Max. 1100mm and Min. 88mm from underside of
structural support to ceiling when suspended.

90mm x 45mm
TIMBER

BULKHEAD

M10 X 75 HEX BOLTS
Ø600 CRS (STAGGERED)

115 mm

45
 m

m
55

 m
m 12

 m
m

50

100 600 600 600 600



REQUEST A QUOTE - available online now

www.unifold.com.au/request-a-quote11 12


